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Airport Information:

Location:  The Ketchikan International Airport islocated southern part of southeast Alaska. Itison
Gravinalsland that is across the Tongass Narrows, approximately ¥ mile west of the city

of Ketchikan.
District: Southeast
Airport Manager: David Allen
District Maintenance Manager: Tim Garton
Pavement Surface: Asphalt Concrete with Portland Cement Concrete
Hard Stands
Last Pavement Construction: 2002
Pavement layout: Runway 11-29, 3 Aprons, and 3 Taxiways.
Design Aircraft: B-727
2003 Enplanements: 103,313 — up 4% from 2002
Airport Class: Primary
Last pavement condition survey: 2002
Next planned pavement condition survey: 2005

2004 reported pavement maintenance and/or changed conditions: The General Aviation Apronis
almost completely deteriorated with loose surface materials and plant growth. The concrete hardstands
(Section 4100-02) need maintenance and assistance is requested from the Southeast Region. Taxiway
designations are changed to accommodate the new Taxiway “B” that connects the Main Apron and
Runway 11. Paving for this Taxiway was completed in 2003. The Taxiway connecting the Main
Apron and the General Aviation Apron is now designated as Charley.

Recommendations:  See PCI maps



Branch Condition Report

Date: 2 /25/2005 . 1 of 2
Pavement Database: NetworklID: Ketchikan
Number of | Sum Section |Avg Section True Area PCI Weighted
Branch ID Sections Length Width (SqF1) Use AVElEDE Standard Average
F) (Ft) PCI Deviation PCI

100 (Taxiway A) 2 3,010.00 82.50 240,902.01 | TAXIWAY 54.00 0.00 54.00
200 (Taxiway B) 1 3,000.00 60.00 180,000.00 | TAXIWAY 100.00 0.00 100.00
300 (Taxiway C) 2 1,270.00 50.00 63,500.00 | TAXIWAY 64.50 11.50 56.44
4100 (Main Apron) 7 2,971.00 180.43 376,246.01 APRON 54.71 15.46 56.02
4200 (Holding Apron) 2 712.00 100.00] 79,220.00 APRON 65.00 8.00 63.44
4300 (General Aviation Apron) 1 975.00 132.00] 124,000.00 APRON 7.00 0.00 7.00
6100 (Runway 11 - 29) 3 22,491.00 50.00|  1,124,550.03 | RUNWAY 50.00 4.24 50.00




Date: 2 /25/2005

Branch Condition Report

Pavement Database:

2 of 2

Arithmetic Average Weighted
Use Number Total Average PCI Average
Catenor of Area PCI STD. PCI
gory Sections (SgFt)

APRON 10 579,466.01 52.00 20.53 46.55
RUNWAY 3 1,124,550.03 50.00 4.24 50.00
TAXIWAY 5 484,402.01 67.40 18.46 71.41

All 18 2,188,418.05 55.94 19.57 53.82




Section Condition Report

Date: 2 /25/2005 1 of 2
Pavement Database: NetworkID: Ketchikan
. Last Age
Branch ID Section ID Last Surface Use Rank | Lanes| True Area Inspection At PCI
Const. (SqFt) Date Inspection
Date
100 (Taxiway A) 100-01 | 09/01/1993  AAC TAXIWAY P 0 22,322.00 06/19/2002 9 54.00
100 (Taxiway A) 100-02 08/01/1993 AC TAXIWAY P 0 218,580.01 06/19/2002 9 54.00
200 (Taxiway B) 200-01 | 09/01/2003 AC TAXIWAY P 0 180,000.00 09/01/2003 0 100.00
300 (Taxiway C) 300-01 07/01/1993 AC TAXIWAY S 0 9,500.00 06/19/2002 9 76.00
300 (Taxiway C) 300-02 08/01/1975 AC TAXIWAY S 0 54,000.00 06/19/2002 27 53.00
4100 (Main Apron) 4100-01  09/01/1993 AC APRON S 0 23,166.00 06/19/2002 9 50.00
4100 (Main Apron) 4100-02  08/01/1988 PCC APRON P 0 6,195.00 06/19/2002 14 70.00
4100 (Main Apron) 4100-03 | 07/01/1993 AC APRON S 0 15,855.00, 06/19/2002 9 24.00
4100 (Main Apron) 4100-04 | 09/01/1993 AC APRON S 0 21,742.00 06/19/2002 9 73.00
4100 (Main Apron) 4100-05 | 08/01/1993 AC APRON P 0 74,550.00 06/19/2002 9 46.00
4100 (Main Apron) 4100-06  07/01/1993 AC APRON P 0 116,190.00 06/19/2002 9 58.00
4100 (Main Apron) 4100-07  08/01/1993  AAC APRON S 0 118,548.00 06/19/2002 9 62.00
4200 (Holding Apron) 4200-01  09/01/1993  AAC APRON S 0 31,869.00 06/19/2002 9 73.00
4200 (Holding Apron) 4200-02 | 09/01/1993 AC APRON S 0 47,351.00 06/19/2002 9 57.00
4300 (General Aviation Apron) 4300-01 | 08/01/1970 AC APRON T 0 124,000.00 06/19/2002 32 7.00
6100 (Runway 11 - 29) 6100-01  09/01/1988  AAC RUNWAY P 0 374,850.01 06/19/2002 14 53.00
6100 (Runway 11 - 29) 6100-03  09/01/1988  AAC RUNWAY P 0 374,850.01 06/19/2002 14 44.00
6100 (Runway 11 - 29) 6100-05  09/01/1988  AAC RUNWAY P 0 374,850.01 06/19/2002 14 53.00




Date: 2 /25/2005

Pavement Database:

Section Condition Report

2 of 2

Arithmetic PCI Weighted
Average Standard Average
Average Total Number PCI Deviation PCI
Age Age At Area of
Category Inspection (SqFt) Sections

0-02 0.00 180,000.00 1 100.00 0.00 100.00
06-10 9.00 699,673.02 11 57.00 14.06 56.31
11-15 14.00 1,130,745.03 4 55.00 9.41 50.11
26-30 27.00 54,000.00 1 53.00 0.00 53.00
31-35 32.00 124,000.00 1 7.00 0.00 7.00
All 11.89 2,188,418.05 18 55.94 19.57 53.82




PAVEMENT STRENGTH SURVEY

Ketchikan
STATE Alaska cITY Ketchikan | AIRPORT: International This is a variation of FAA Form 5320-1-1
CONSTRUCTION DATES
Existing
Pavement
Conditions
CONSTRUCTION | SOURCE OF (PCI) at last Soil | Subbase Base Surface Pavement
IDENT. NAME ORIG. OVERLAY AGENCY INFORMATION] inspection Class | Course ]| Course | Course ]|Overlay Strength
RUNWAYS
6100-01 | Runway 11-29, 1988 AK DOT & PF AK Supp. 53 AC S110, T190, TT340
left 50
6100-03 | Runway 11-29, 1988 AK DOT & PF AK Supp. 44 AC S110, T190, TT340
50' keel
6100-05 | Runway 11-29, [1988 AK DOT & PF AK Supp. 53 AC S110, T190, TT340
rt. 50'
TAXIWAYS
100-01 |Taxiway A, R/W
29 to Hold Line 1993 AK DOT & PF ] Project # 70635 54 5" RAP 4" ATB 3" AC
100-02 |Taxiway A, Hold AK DOT & PF AC
Line to Main Thickness
Apron 1993 Project # 70635 54 unknown [1.5" AC
200-01 |Taxiway B 2003 AK DOT & PF 100* 4" AC
300-01 ]Taxiway C, Main AK DOT & PF AC
Apron to Thickness
pavement 1975 1993 Project # 70635 76 unknown
300-02 ]Taxiway C, 1975 AK DOT & PF ] Project # 70635 53 AC
pavement Thickness
change to GA unknown
APRONS
4100-01 | Main Apron Drain, 1993 AK DOT & PF 50 AC
Section
4100-02 | Main Apron Hard 1993 AK DOT & PF 70 PCC
4100-03 | Fueling Area, 1993 AK DOT & PF | Project # 70635 24 Emb. 9" CABC 3"AC
T/W B to Fuel
4100-04 | Terminal Apron - 1993 AK DOT & PF | Project # 70635 73 Emb. 4" ATB/9"| 3"AC
Heavy Aircraft CABC
4100-05 | Main Apron 1993 AK DOT & PF ] Project # 70635 46 Existing 2.5" 3"AC
Taxilane Subbase ATB/3"
(Shot rock)| RAP/ 2"+
- Existing
Base
4100-06 | Terminal Apron - 1993 AK DOT & PF Project # 70635 58 Existing 2.5" 3"AC
Heavy Aircraft Subbase | ATB/3"
(Shot rock)| RAP/ 2"+
- Existing
Base
4100-07 | Main Apron Trans 1993 AK DOT & PF Project # 70635 62 AC
4200-01 | Holding Apron, unknown 1993 AK DOT & PF Project # 70635 73 6" + - 3"+- [3"AC
Section 1 Existing | Existing
Base AC
4200-02 | Holding Apron, 1993 AK DOT & PF | Project # 70635 57 2"+ - 3" RAP 3" AC
Section 2 Existing
4300-01 | General Aviation | Unknown 1970 AK DOT & PF Project # 70635 7 6" + - 3"+ - 1.5" AC
Apron Existing | Existing
base AC
REMARKS:
As built for runway 11-29 not available
* Assigned PCI for constrction date in 2003
Date of Site Inspection: 6/19/2002 Evaluated By: S. Gartin 5/11/2005 PAGE 1 of 1




Povement Condition Survey -—
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Holding Apron

Ketchikan International Airport °°’?X\

Pavement Surface Age General Aviation Apron
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Measured Values for the Year 2002
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